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Qu i ck  re fe rence  se l ec t i on  t ab le

CX  Centrifugal in-line fans

The fans of the CX series are centrifugal fans with the advantage, typical of axial fans, that they can move 
the air on the same axis as the impeller. The following fans feature low noise levels and minimal heads, 
and are ideal for installations in cowls and small industrial and domestic extractor units, since they can 
be installed at almost any point of a duct including at the extremities for both ventilation and extraction. 
Maximum operating temperature is 60°C.

Acces so r i e s  and  ve r s i on s

Centrifugal in-line fans CX

Accessories:

- SFCX (butterfl y damper)

- CCX (fi xing collar)

- RCX (protective grille)

- RV (speed controller)

Versions:

- CX BOX (with silenced housing)

CX rpm
Static load (Pa) / Flow rate (m3/h)

dB(A)
50 100 150 200 250 300 350 400 500 600

100A 1990 160 140 115 95 50 35

100B 2530 210 190 160 125 90 38

125A 1700 200 160 135 100 50 35

125B 2400 270 240 200 155 100 36

150A 2470 320 265 215 160 100 46

150B 2450 440 370 310 250 190 100 46

160A 2400 350 290 240 190 120 46

160B 2550 620 550 470 380 300 200 90 47

200A 2450 680 570 480 400 300 100 47

200B 2550 1.000 930 850 770 700 620 570 480 350 200 47

250 2550 1.050 960 900 790 690 580 480 370 220 100 48

315A 2650 1.200 1.120 1.050 920 750 540 400 300 100 51

315B 2630 1.550 1.450 1.350 1.250 1.120 980 810 650 350 100 52
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		  Dimensions

Pr i nc ipa l  d imens i on s

Cons t ruc t i on

The external casing is made entirely of pressed zinc plated steel, painted with epoxy 
powders, the high performance impeller with blades produces low noise levels, and the 
electrical connections are housed in a plastic box offering IP54 protection.

CX Centrifugal in-line fans

D imens i on  t ab le

CX
Dimensions (mm)

Weight  [Kg] ØA B ØC D CX BOX
100A 3 98 210 241 25

350x350x350 Ø100
100B 3 98 210 241 25

125A 3 123 210 241 25
350x350x350 Ø125

125B 3 123 210 241 25

150A 3 148 224 241 25
450x450x450 Ø150

150B 5 148 224 331 25

160A 3 158 224 241 25
450x450x450 Ø160

160B 5 158 224 331 25

200A 5 198 243 335 25
450x450x450 Ø200

200B 5 198 243 335 25

250 5 248 243 335 25 450x450x450 Ø250

315A 8 313 243 404 30
550x550x550 Ø315

315B 9 313 305 404 30
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		  Accessories

SFCX  bu t te r f l y  damper

Butterfly or non return damper, made of zinc plated sheet 
with seal for closing the fins, for a higher seal and lower 
noise.

CCX  an t i - v i b ra t i on  f i x i ng  co l l a r

Collar made of zinc plated sheet, covered internally with 
expanded polyurethane Needed to connect the fan to the 
ducting.

RCX  p ro tec t i ve  g r i l l e

Set consisting of a circular protective grille made of steel 
protected against corrosion and minutiae for installing 
over the inlet of the fan. This accessory becomes essential 
if the inlet is not ducted or protected in some other way.

I n s t a l l a t i on  o f  t he  acce s so r i e s

Centrifugal in-line fans CX
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		  Technical data

Work ing  cu r ve s
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		  Electrical connections

Termina l  d i ag ram

Techn i ca l  da ta

CX Min revs
(rpm)

Motor power rating
(kW)

Voltage
(V)

Maximum current
(A)

100A 1990 0,064 220 0,30

100B 2530 0,064 220 0,30

125A 1700 0,070 220 0,34

125B 2400 0,070 220 0,30

150A 2470 0,064 220 0,30

150B 2450 0,078 220 0,40

160A 2400 0,070 220 0,30

160B 2550 0,112 220 0,50

200A 2450 0,080 220 0,40

200B 2550 0,150 220 0,70

250 2550 0,180 220 0,78

315A 2650 0,180 220 0,80

315B 2630 0,290 220 1,30

NL ( 230 v 50 Hz ~)
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